
Water Main Flushing Weekly Update 9/17/19 
The next phase of the fall flushing program is scheduled to begin on 9/18 on the following streets in this order: 
Satuit Trail      Longley Rd 
Old Forge Rd      Egypt Beach Rd 
Judy Rd       Morton Rd 
Forest Ln      Borden Rd 
Deer Common Dr     Egypt Ave 
Doctors Hill Dr      Priscilla Ave 
Tilden Rd      Marshall Ave  
Persimmon Dr      Alden Ave 
Hickory Ln      Winslow Ave 
Clover Ln      Bradford Ave 
Edith Holmes Dr     Carver Ave 
Strawberry Ln      Standish Ave 
Edgar Rd      Seaside Rd 
Fay Rd       First through Seventh  Aves 
Garden Rd      Oceanside Dr  
Hawley Rd 
Irving Rd 
Jay Rd 

Signs will be placed in the areas to be flushed at least one day prior to the start of flushing.  Flushing will occur 

between the hours of 8:00AM and 5:30PM but may be extended as needed.  We will make every effort to adhere to 

the schedules as posted, but may experience deviations due to unforeseen issues, weather and adequate water 

supply. 

Flushing is typically done with any municipal water system to remove any sediment that may build up in the pipe. The 

Town opens hydrants along the water line, stirring up the sediment in the pipe which is then removed from the system 

through hydrants located at the limits of the flushing area. This is done to prevent the sediment from being stirred up in 

the water lines during a fire, high demand time of year or a broken water line. Most of the sediment is removed from 

the pipes but some does escape into the system which causes the discoloration of water. 

The water system is a closed system and sediment can spread throughout the system until it is flushed.  Removing 

discolored water from your residence begins by allowing water to flush from an outdoor spigot. This will prevent 

sediment from entering fixtures in the residence. It is also why Border Street can experience brown water from a 

hydrant that is opened on Front Street. The sediment travels through the system until it can escape. The entire water 

system is controlled by pressure and elevation. 

Where does the brown water come from? The major cause of the discolored water is old unlined water pipes that can 

react with the minerals naturally occurring in water. In the past the Town has been unable to have a flushing program 

because these pre-1935 pipes would break from the pressure of the program and lack of water in our reservoir.  The 

Town is heavily dependent on ground water wells as a source of drinking water which can also be rich in minerals and 

contribute to the brown water. These minerals consist of iron or manganese. 

The flushing program will cause discolored water in varying degrees in all sections of town.  Our program will target all 

areas to address the recent discoloration.  Information will be updated and posted weekly on our website. 


